FLOW CONTROL HANDL

MUST BE SPECIAL WATERPROOF

NATERPROOF WIRE CONNECTORS/

/\/AL\/E SOLENOID (PART OF VALVE)

ANTI-SIPHON TYPE VALVE
__— WITH UPC APPROVED LABEL

CONNECTORS, NOT STANDARD

WIRE CONNECTORS T

=

TAPE WIRES SECURELY TO F’IPE\\

BOTTOM OF AIR VENT MUST BE & - |2"
IGHER THAN SPRINKLERS OR EMITTERS
SEE VALVE USER'S MANUAL

/—GROUND LEVEL

DIRECT BURIAL TYPE UF IRRIGATION WIRE\\

STEEL, COPPER OR SCH 80 PVC PIP

MAINLINE FROM WATER SOURC

¢

SCH 40 PVC PIPE, PAINT ABOVE GROUND
__— SECTION TO PROTECT FROM SUNLIGHT

/—6CH 40 PVC ELL 9X5
FLOW DIRECTION———>

_ :

PVC OR POLY (PE) LATERAL
TO SPRINKLERS OR DRIP EMITTERS

WIRES FROM CONTROLLER— \STEEL, COPPER OR SCH &0 PVC ELL TXT

VALVE WILL FAIL EARLY IF VALVE WIRE CONNECTIONS ARE NOT COMPLETELY WATER PROOF.

INSTALL WIRE UNDER MAINLINE TO PROTECT IT.

NO ADDITONAL VALVES OF ANY TYPE MAY BE INSTALLED ON THE DONWNSTREAM SIDE OF AN ANTI-SIPHON TYPE VALVE.
ANTI-SIPHON TYPE VALVES HAVE A BUILT-IN BACKFLOW PREVENTER.

Use of this draning is at your onn risk. Draning may not be appropriate for use in all situations or conditions. Check with local auvthorities

for specific requirements of governing codes and ordinances. By use of this draning you agree in full to the "Terms of Use" found ot

http://WAn.jessstryker.com/legalhtm os if they were repeated in full here.
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Not to Scale
SAMPLE PLAN ONLY - NOT FOR CONSTRUCTION




